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DESIGN, COST, AND ADVANCED TECHNOLOGY APPLICATIONS 
FOR A MILITARY TRAINER AIRCRAFT 

Gary C. H i l l  and Michael Harper 

INTRON CT ION 

The Naval A i r  System CMnand has i n v i t e d  the Aeronautical Systems 

Of f i ce  (Code FM) o f  the NASA Ames Research Center t o  p a r t i c i p a t e  i n  

the conceptual stage o f  de f in ing  requirements f o r  fu tu re  ucdergraduate 

j e t  p i l o t  t r a i n i n g  a i r c r a f t .  This a i r c r a f t ,  designated VTX, i s  a 

potent ia l  a l te rna t ive  f o r  the T-2 and TA-4 a i r c r a f t  cur ren t ly  i n  the 

Naval A i r  Training Command i nventory . 
The VEDA Corporation, under contract  t o  the Naval A i r  Oevelooment 

Center (NADC) , Warminster, PA, developed conceotual mission models and 

prel iminary basel ine performance requirements f o r  the VTX a f t e r  sur- 

veying the t r a i n i n g  comnand and other Naval a c t i v i t i e s .  (ref* These 

are summarized i n  the appendix o f  t h i s  report .  Using these i n i t i a l  

guidel ine requirements, the General Aviat ion Synthesis Program (GASP) 

developed a t  Ames Research Center (ref* was u t i l i z e d  t o  explore the 

design feas ib i l i t . y ,  the po ten t ia l  imoact f o r  new technologies, and the 

operating and acqu is i t ion  costs t h a t  might be associated w i th  the VTX 

a i  r c r a f t  . 
The purpose o f  t h i s  reoor t  i s  t o  provide an assessment o f  the impact 

these berformance requirements might have on the design and cost o f  a 

potent ia l  new t r a i n e r  a i r c r a f t .  Payoffs t h a t  might be achieved through 

appl icat ion of advanced technolo9ies are also examined, and t h e i r  sensi- 

t i v i t i e s  i n  terms o f  weight and cost are determined. 
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SYNTHESIS 

Cal i b r a  t i on 

Prel iminary t o  the design work, GASP :*'as ca l ib ra ted  t o  an appro- 

p r i  ate a i  r c r a f t  type and techno1 ogy l eve l  by dupl i c a t i  ng the weights 

and performance o f  the T-2B and the T-378 a i r c r a f t .  Adjustments 

were made t o  r e f l e c t  the higher s t ruc tu ra l  weights required f o r  car- 

r i e r  s u i t a b i l i t y .  Both a i r c r a f t  exh ib i ted good cor re la t ion  w i th  the 

GASP equations, based on general av ia t ion  a i r c r a f t .  Several other 

a i r c r a f t  ( the Lear Jet, TA-4, and F-86) were used for comparison and 

ver i f i ca t ion  o f  special aspects o f  the analysis. 

Baseline Development 

The VTX conf igurat ion shown i n  f i g u r e  1 was developed by the A i r  

Vehicle Technology Department o f  the Naval A i r  Development Center (NADC) 

i n  a companion study. (mf* 3, This conf igurat ion was input  i n t o  GASP 

t o  develop the basel ine f o r  t h i s  study. The Garret t  AiResearch TFE-731-2 

engine(mf* 4, was also used i n  t h i s  development. Instal led-engine per- 

formance was calculated from the TFE-731-2 i n s t a l l a t i o n  on the Lear-35 

a i r c r a f t ,  A l l  o f  the performance requirements o f  reference 1 are met by 

the baseline; key character is t ics  derived by GASP are shown i n  tab le  I .  

The cost f igures o f  tab le I are derived by GASP on an accounting 

basis appropriate to general av ia t ion  class a i r c r a f t .  Because they do 

not r e f l e c t  accurate values f o r  a military a i r c r a f t ,  a l l  f u r t h e r  r e f e r -  

ences t o  cost  w i l l  be shown as f ract ions of these base dol lars .  Although 

the values do not  apply, the elements af fect ing costs should be re la ted  

s u f f i c i e n t l y  t h a t  they a r e  v a l i d  f o r  demonstrating r e l a t i v e  measure. 
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TABLE I - BASELINE CHARACTERISTICS 

Takeoff gross weight 

Fuel capaci ty 

En i n e  SLS t h r u s t  r a t i n g  
f u n i n s t a l  l ed )  

Wing area 

Wing aspect r a t i o  

Wing thickness/chord 

Cost per a i  r c r a f t  

Cost per  f l i g h t  hour 

4989.5 kg 
(11000 l b )  

1451.5 kg 
(3200 l b )  

14176.5 Nwt  
(3167 l b )  

17.47 mz 
(188 ft2) 

6 

0.1 

$1000000 

6 100 

Physical Character is t ics  

Reference 1 l i s t s  several des i rab le physical  charac ter is t i cs .  The 

synerg i s t i c  e f f e c t s  o f  s m  of these are summarized below: 

1. Tandem seating, as opposed t o  side-by-side, i s  no t  optimum from 

the designer's des i re  t o  minimize weight and wetted area. A 

takeoff  gross-weight increase of approximately 8% was shown by 

reference 5. However, operat ional  , higher  soeed, and sa fe ty  

considerat ions outweighed these fac to rs  i n  conf igura t ion  se lec t ion .  
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2. The specifications for  good v i s i b i l i t y ,  good cross-wind landing 

capabilities, and engine inlets located to minimize foreign 

object damage (FOD) are the most restrictive to the configuration 

options. A wide, main landing gear track for increased cross-wind 

landing capabilities implies t h a t  the wing be mounted low/mid on 

the fuselage. To minimize FOD, the inlet  should be as h i g h  off 

the ground as possible. Wing and inlet  are usually the primary 

obstructions t o  cockpit visibil i ty,  and a f t  mountirq of the 

engine helps locate both wing and inlet  further a f t  and out of 

tne pi lot ' s  f ield of view. 

3. The performance of turbofan engines i s  much more sensitive to 

pressure recovery losses i n  the inlet  than turbojet engines. 

Pod/nacelle mounting minimizes pressure recovery losses by minimi- 

z i n g  the in le t  duct length and eliminating internal t u r n i n g  o f  the 

flow; however, there is an additional drag incurred from L'7e 

nacelles. In terms of overall performance effects, the internal/ 

external engine selection is not major. The podded engine ar- 

rangement for the baseline allowed comparative analysis w i t h o u t  

unduly penalizing higher bypass turbofan engines. 

These physical characteri s t i  cs, as we1 1 as the performance requi rc- 

rnents of reference 1, are a l l  met by the baseline. 

problems associated w i t h  a f t  fuselage-mounted engine nacelles. These 

include wing leading-edge vortex ingestion, nacelle/wing flow field 

interference, and t a i l  blanking by the nacelle a t  h i g h  angles of attack. 

These are secondary performance factors that do not affect  this concep- 

tual analysis. 

Then are  known 
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Speci f icat ion of two engines , whi le  desi rab le f o r  safety  reasons, 

Although f o r  w i l l  usual ly  not  r e s u l t  i n  the most economical a i r c r a f t .  

turbofan engines the pressure recoverv losses o f  a b i f ruc ta ted  i n l e t  

might o f f s e t  the simp1 i c i t y  advantages o f  the single-enoine desian. 

It i s  more o f ten  the economic advantage o f  an e x i s t i n g  engine of approxi- 

mately the desired s ize  and cycle o r  h a l f  the required s ize  (as f o r  the 

baseline engine), that w i l l  determine whether the f i n a l  product i s  

s ingle- o r  twin-engine. I f  s u f f i c i e n t  funds o r  production base t o  o f f -  

se t  the cost  of development and too l i ng  o f  the idea l  engine ex i s t ,  then 

operational , maintenance, and a t t r i t i o n  costs can a l l  be considered. 

S iz ing 

A primary funct ion of the design synthesis Drocess i s  the estinia- 

t i o n  of the takeof f  gross weight (TOGW). 

parameter because o f  i t s  dominance i n  p red ic t ing  costs, both acquis i -  

t i o n  and operating. 

TOGW i s  an a l l - impor tant  

The work o f  NADC (ref* 3, determined tha t  the representative Oper- 

a t ional  Navigation (Low Level 0 Nav) mission had the most s t r ingent  

fue l  requirements. This mission was used as the s i z i n g  c r i t e r i a  

throughout t h i s  study. Table I 1  de ta i l s  the ca lcu lat ions o f  f ue l  con- 

sumption by leg fa r  the 0 Nav mission. TOGW and cost s e n s i t i v i t i e s  t o  

the range and dash-leg meed reauirements of the 0 Nav mission are 

presented i n  f i gu re  2. 

have substant ia l  payoffs, u n t i l  i nsu f f i c i en t  f ue l  t o  complete the next 

most s t r ingent  mission i s  encountered. 

Reducing the speed o r  range requirements w i l l  
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TABLE I 1  - OPERATIONAL NAVIGATION (LOW LEVEL 0 Nav) MISSION PROFILE 

Leg 

S t a r t  

Taxi 

Takeoff 

C1 imb 

Cruise 

Dash 

Attack 

Dash 

C1 imb 

Cruise 

Approach 
& Landing 

Res e r ve s 

4990 
(11000) 

49 76 
( 109 70 ) 

4929 
(10866) 

490 5 
( 10814) 

486 7 
( 10 730) 

4428 
(9762) 

4305 
(9492) 

3870 
(8532) 

3847 
(8482) 

38 10 
( 8400 1 

369 4 
(8143) 

35 38 
( 7800 ) 

A1 ti tude, 
m ( f t )  

0 

0 

1524 
5000 ) 

1524 
(5090) 

152 
( 500 1 

152 
i500) 

152 
( 500 1 

1524 
(5000) 

1524 
(5000) 

0 

c) 

- 
TAS , 
k t s  - 

0 

0 

260 

260 

360 

360 

260 

260 

Time, 
m i  n 

5 

2 

1 

5 

33.3 

5 

33.3 

1 

5 

15 

35 

Dis- 
tance, 
n. m i .  

0 

0 

4 

21 

200 

0 

200 

4 

21 

L/ D - 

10.7 

10.5 

6 .O 

5.6 

10 .o 

8.8 

- 

Fuel Flow, 
k g j h r  

( l b / h r )  

16 3 
( 360 

1420 
(3130 

1429 
(3150) 

45 7 
( 1008) 

790 
( 1742) 

14 70 
( 3240 1 

789 
(1740) 

446 
(984) 

446 
(1028) 
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AERODY NPM I CS 

Wing Siz ing 

O f  primary concern t o  the aerodynamics i s  the wing s i t e .  The w i  g 

i s  s ized by one o f  the h i g h - l i f t  requirements, which were the maneuver 

load f a c t o r  and the approach speed f o r  the VTX. H i g h - l i f t  renuirements 

d r i v e  the wing s i ze  up a t  the expense of c ru ise  economy, which prefers 

a small wing f o r  less drag and weight. The next most important f a c t o r  

i n  these h i g h - l i f t  s i t ua t i ons  i s  the l i f t c o e f f i c i e n t  l i m i t s  (QmaX). 

L i f t  c o e f f i c i e n t  l i m i t s  are dependent upon wing geometry (AR, t / c ,  A, A ) ,  

a i r f o i l  section, f laps ,  power se t t ing ,  Reynold's number, and o the r  con- 

figuration-dependent subt le t ies ,  and a lso  var ies w i th  Mach number. 

accurate predic t ions o f  these 1ir;iits are d i f f i c u l t  t o  make, the tes ted  

performance o f  aerodynamically s i m i l a r  a i r c r a f t  are a lso  shown i n  f igures  

3 and 4. 

met  by the basel ine conf igurat ion.  

Since 

These f igures  show t h a t  both o f  the h i g h - l i f t  requirements are 

Figure 3 presents the maximum l i f t  c o e f f i c i e n t  i n  the " d i r t y "  ( f l a p s  

and gear down) conf igurat ion needed t o  meet spec i f i ed  approach speeds 

("approach ) a t  various wing loadings. The win9 loadings f o r  the base- 

l i n e  are shown i n  terms of fuel load f rac t i on .  Because i t  was no t  speci-  

f i e d  i n  reference 1, the approach-stall margin was taken t o  be 1.2, and 

the landing weight t o  inc lude the 50-min fuel  reserve from the mission 

p r o f i l e  section. Figure 3 shows tha t  the pred ic t ions  f o r  the basel ine 

coincide c l ~ s e l y  w i th  the performance of known and tested a i r c r a f t .  

Figure 4 i l l u s t r a t e s  .he l i f t  c o e f f i c i e n t  requi red t o  perfoml the 

4-9 turn,  again a t  various wing loadings (W/S) shown as fuel  load f rac-  

t ions  fo r  baseline. The l i f t  c o e f f i c i e n t  l i m i t s  are a lso  shown f o r  f ie  
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baseline, T-37, and T-2 a i r c r a f t .  The dark s o l i d  l i n e  showing the CL 

required t o  achieve a 4-9 tu rn  by the basel ine a t  combat weight i s  

w i  t h i n  i t s  p red ic ted  C L , ~ ~  1 i m i  t s  and w i t h i n  the  T-2 and T-37 CL,,, 

l i t r i t s  as we l l .  

Wing Geometry 

Wing geometry i s  a compromise between maximizing c ru i se  e f f i c i e n c y  

and prov id ing  high CL t o  meet p o i n t  performance c r i t e r i a .  Higher 

c ru ise  L/D r a t i o s  are achieved by higher aspect r a t i o s  (AR);  however, 

s t r u c t u r a l  weight i s  a l so  increased. The AR inf luences so rimy o f  the 

key design variables, i nc lud ing  CL,,, t h a t  i t  usua l ly  reccives con- 

s iderable study dur ing  more de ta i l ed  design refinenlents. 

max 

Lower sweep angles and th inner  a i r f o i l  sections a lso  improve aero- 

dynamic e f f i c i e n c y .  However, smal ler  t / c ' s  are usua l ly  no t  desirablc 

f o r  subsonic designs because of the r e s u l t i n g  increased s t r u c t u r a l  weight 

and the decrease i n  ava i lab le  f u e l  volume. Figure 5 shows some theo re t i -  

cal ca lcu la t ions  o f  sweep and thickness e f feL ts  on the c r i t i c a l  Mach 

number, the p o i n t  where the compress ib i l i t y  drag s t a r t s  i t s  sharp i n -  

crease. I f  a re laxa t i on  o f  maximum Mach number (Vmax) from 0.8 could 

be opera t iona l l y  j u s t i f i e d ,  then these two design parameters could t 

freed t o  b e n e f i t  o ther  design object ives.  

Hand1 i ng Characteri s ti cs 

Car r i e r  approach hzqdl ing cha rac te r i s t i cs  are the s i n g l e  most 

c r i t i c a l  area where the r o l e  o f  basic and advanced j e t  t r a i n e r s  might 

not be s a t i s f i e d  t y  a s ing le  design. The t r a n s i t i o n  from primary 
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a i r c r a f t  wi+,h on ly  one intermediate 

t i n  c o s t l y  r e t r a  n ing  a t  e i t h e r  phase. Approach han. 

s t i c s  are determined mainly by AR, sweep, and wing 

loading, which are usual ly  optimized t o  best  meet the mission and per- 

formance requirements. A design o f  the performance l e v e l  requi red t o  

meet fundamental t r a i n i n g  o b j e c t i  ves and m i  nimi ze expense could have 

approach handl ing charac ter is t i cs  a typ ica l  o f  t a c t i c a l  j e t  c a r r i e r  

a i r c r a f t .  

Although m i l i t a r y  spec i f i ca t ions  such as r e f .  5 guarantee s a t i s -  

fac to ry  (safe)  handl i n g  q u a l i t i e s ,  handl i n g  charac ter is t i cs  are r a r e l y  

a conceptual stage design consideration. Further study o f  the e f f e c t s  o f  

opt imiz ing mission performance on approach handl i n g  charac ter is t i cs  might 

be appropr iate e a r l y  i n  the design process. 

could es tab l i sh  e x p l i c i t  handl i n g  c h a r a c t e r i s t i c  object ives,  and could 

in tegra te  o ther  considerations, such as Camping, the backside o f  the 

power-required curve, and power response times also. 

Simulat ion and apalysis 

A suggested so1ut:'on f o r  the c a r r i e r  approach handl i n g  q u a l i t i e s  

i s  a var iab le  o r  a r t i f i c i a l  s t a b i l i t y  c a p a b i l i t y  t o  g ive c o n t r o l / f e e l  

charac ter is t i cs  o f  a much h igher  performance vehic le.  

present var iab le  stabi1it .y a i r c r a f t  i t  was found t h a t  they are extremely 

expensive due mainly t o  t h e i r  research nature. 

should no t  be r u l e d  out  f o r  t h i s  app l i ca t ion  because a simpler, less 

sophis t icated system would s u f f i c e .  Most probably, on ly  the p i tch-ax is  

s t a b i l i t y  charac ter is t i cs  need be modified, and e l i m i n a t i n g  the i n f i n i t e  

v a r i a h i l i t y  of research apr ' i icat ions wnuld a l low t h i s  t o  be accomp1i:hed 

a t  reasonable expense. If sui tab le  c a r r i e r  approach handl ing character- 

i s t i c s  i s  a major design issue, then var iab le  s t a b i l i t y  should bp C ~ I ,  

s i  dered . 

I n  i n v e s t i g a t i n g  

However, t h i s  concept 
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Another handl ing considerat ion i s  the assymetrical t h r u s t  requi re-  

ments t h a t  r e s u l t  from the eagine-out s i t u a t i o n  i n  tw in -mqine  a i r c r a f t .  

It i s  t h i s  parameter t h a t  predominates i n  s i z i n g  the vert;cdl t a i l  f o r  

twin-engine a i r c r a f t ;  but ,  more important f o r  t h i s  app l i cs t ion  i s  the 

increased syl labus time required f o r  engine-out t r a i n i n g  which c r u l d  i n -  

crease t o t a l  t r a i  n i  ng costs . 

Advanced Aerodynamics 

The h igher  aspect r a t i o  o f  the basel ine conf igurat ion does provide 

some incrpased performance over the AR = 5 o f  the T-2, as can be seen ir 

f igure  6. 

VTX i s  the s u p e r c r i t i c a l  a i r f o i l  sect ion.  The s u p e r c r i t i c a l  design al lows 

f o r  t h i c k e r  wings and delayed drag r i s e  f o r  improved aerodynamic and 

s t r u c t u r a l  performance. Appl icat ion o f  the GA(bJ)-l, a 17:: t h i c k  a i r f o i l  

sect ion under development and f l i g h t  t e r t  by I iASA, i s  a lso  shwn  i n  

f i g u r e  6. The a b i l i t y  o f  even a s u p e r c r i t i c a l  a i r f o i l  of  17% thickness 

t o  achieve 0.8 Mach Vmax i s  o p t i m i s t i c  s ince high-speed t e s t i n g  of t h i s  

sect ion has no t  been done. Hc ver, the po ten t ia l  s t r u c t u r a l  and aero- 

dynamic bene1 ": o f  supercr i  t i c ? '  technology are reasonably represented 

and are notably s i g n i f i c a n t .  

An emerging technology t h a t  has prJtentia1 appl icat ions f o r  the 

An even f u r t h e r  advancement f o r  t h i s  app l i ca t ion  would be super- 

c r i t i c a l  aerodynamics cornbined w i t h  strakes t o  provide vortex l i f t i n g  

a t  h igh angles o f  a t tack,  as on the YF-16 and YF-I7 prototype a i r c r a f t ,  

This app l i ca t ion  i s  somewhat 7 i m i  ted, however, because the maneuver r e -  

quirements are no t  as s t r i n g e n t  and because more b e n e f i t  i s  aer ived from 

a h igher  sweep and a lower AR where more wing area i s  a f fec ted  by the 

vortex ( f i g u r e  7). S u f f i c i e n t  parametric studies have no t  been accom- 
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plished to enable f u l l  synthesis study integration a t  this t ine .  How- 

ever, research to  date does indicate h i g h  probability of achieving 

significant improvements w i t h  proper strake design. 

PRO PU L S 10 N 

Engine Si zi ng 

In the previous section on aerodynamics, the s i z i n g  of the wing  

to met certain performance requirements was the first  order of concern. 

Similarly, i n  this section the task of sizing the engine(s) i r  addres;ed 

first .  I t  is the takeoff distance and sustained-turn requirements that 

are the most difficult  to satisfy. 

The takeoff distance of 914.4 rn (3000 f t )  over a 15.24 m (50 ft) 

obstacle on a hot, 33.44OC (103OF), day was found t o  be more thrust 

demanding (slightly) than the sustained 4-9 turn requirement. Figure 8 

compares the takeoff performance of the base I ine, the T-28, and the TA-4. 

I t  shc. that the hot-day requirement translates into standard-day field 

length performance roughly equivalent to  the T-28, w i t h  a higher thrust- 

to-weight ratio making up for higher w i n g  loading. (Note the shorter 

ground roll ) A l a te r  figure w i  11 show a relaxed takeoff requirement 

could substantially reduce TOGW while s t i l l  meeting the sustained turn 

requirement for engine cycles o f  a lower bypass ratio t h a n  the baseline. 

Experience i n  general aviation aircraf t  design has shwn that 

meeting FAR single-engine clirrb requirements i s  usual ly  more diff icul t  

than achieving a specified field length. Reference 1 contains no speci- 

fications i n  this regard. This i s  important i f  the design field length 

capability i s  t o  be realized i n  practice, since minimum f ie ld  length i s  
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accomplished a t  h i g h - l i f t  f l a p  set t ings which i s  also a high drag con- 

f igurat ion,  making single-engine c l  i& performance especia l ly  c r i t i c a l .  

I n  s i z i n g  the wing, i t  was necessary t o  insure tha t  there was suf-  

f i c i e n t  lift f o r  the 4-9 turn.  To sustain t h a t  4-9 t u r q  wi thout sacr i -  

f i c i n g  a l t i t u d e  o r  airspeed, t h r u s t  must be greater than o r  equal t o  the 

drag a t  t h a t  f l i g h t  condit ion. 

avai lab le and the t h r u s t  required f o r  the 4-9 tu rn  a t  5468.4 m (18000 ft) 

As shwn, the 4-9 t u r n  f o r  the V T X  can be sustained a t  e i t h e r  maximum 

continuous o r  takeof f  ( m i l i t a r y )  power set t ing.  

d i f f i c u l t  t o  predict ,  because both the high angle-of-attack l i f t  l i m i t s  

( f igure  4) and the nonl inear l i f t - i n d u c e d  drag are somewhat uncertain. 

Figure 9 shows the matching of t h r u s t  

Maneuver performance i s  

Engine Cycle 

Engine cycle se lect ion involves choosing the proper temperatures, 

pressure rat ios,  bypass r a t i o  (BPR), and other  cycle variables t o  best 

meet the desired performance, fue l  economy, and cost f o r  the appl icat ion 

i n  mind. 

the designer has control .  Using the l i b r a r y  o f  engine cycles given i n  

tab le 111, a s e n s i t i v i t y  analysis o f  the BPR was oerformed f o r  the base- 

l ine ;  i n  each case the engine o f  tab le 111 was scaled t o  the appropriate 

th rus t  rat ing,  weight, dimensions, and fue l  consumption. There are other 

candidate engines, b u t  these were used f o r  expediency and data a v a i l a b i l i t y .  

O f  these, th2 BPR i s  the most s i g n i f i c a n t  var iable over which 

Figure 10 sumnarizes trends associated w i th  the performance o f  these 

engine cycles. The middle l i n e  on the graph shws the th rus t  s p e c i f i c  

fuel consumption (TSFC) given a t  maximum power, s t a t i c  sea leve l ,  and 

standard-day (SLS) r a t i n g  condit ions. Fuel economy, as i n d i c a e d  by 

lower TSFC, increases w i th  BPR. However, from the cop l i n e  showing the 
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TSFC a t  c ru ise  condi t ions,  we see t h a t  a f t e r  BPR = 1 the advantage o f  

the h igher  bypass engine i s  no t  near ly  so s i g n i f i c a n t .  This was borne 

out  i n  the subsequently described a i  r c r a f t - s i z i n g  analysis.  

The bottom l i n e  on f i g u r e  10 s h w s  t h a t  the disadvantage o f  turbo- 

fan engines i s  the lapse rate,  o r  drop o f f  i n  th rus t ,  a t  increased Flach 

nunber and a l t i t u d e .  This i s  c r i t i c a l  i n  meeting cru ise,  maneuver, and 

c r i t e r i a .  The s i l igu lar  poin'.; f o r  the TFE-731-2 engine, which a l l  "Inax 
f a l l  on the "goodness" s ide  o f  the t rend l i nes ,  i l l u s t r a t e  t h a t  i t  i s  

a h igher  performance engine than the r e s t  o f  t h i s  fami ly .  The trends 

o f  the curves are v a l i d  f o r  any s e t  o f  engines o f  s i m i l a r  cyc le  qua l i t y .  

Figure 11 shws  the a i r c r a f t  TOGW's r e s u l t i n g  f r o m  the  various 

engine cycles (BPR from 0 t o  7) and the engine-siz ing requirements f o r  

takeoff ,  sustained turn,  and Vmx. It i s  sham t h a t  engines o f  bypass 

r a t i o  1 t o  2 could achieve a l w e r  TOGW than the TFE-731-2. For c**cles 

o f  lower BPR than the baseline, a subs tan t ia l  weight saving could be 

achieved (wh i le  s t i l l  meeting a l l  o ther  requirements), i f  the hot-day, 

914.4 m (3000 ft), takeof f  d istance requirement were relaxed. 

t h a t  the Mach = 0.8, Vmx c ru i se  requirement assures t h a t  a 3-9 sustaineu 

tu rn  c a p a b i l i t y  can be met f o r  BPR > 3. 

constant wing loading f o r  a l l  a i r c r a f t .  

i n g  might reduce takeoff  gross weights f u r t h e r  f o r  " o f f  baseline' ' cases. 

The p red ic t i ve  c e r t a i n t y  i n  the reg ion between the basel ine and the 

t u r b o j e t  (BPR = 0) i s  degraded by the ack o f  data on 13345 N w t  (3000 l b )  

t h r u s t  c lass engines; however, the res I t s  are i e l t  t o  be v a l i d  f o r  

conceptual l e v e l  design. 

Note l s o  

The analysis shown assumed a 

Opt imizat ion o f  the wing load- 

Relat ive costs f o r  a i r c r a f t  meeting a l l  o f  the requirements are 

also p l o t t e d  against  BPR i n  f igure  12. The cost l i n e ?  correspond t o  the 
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hot-day t u e o f f  and 4-9 sustained t u r n  l i n e s  o f  f i g u r e  11, and have 

the same general shape. The r e l a t i o n s h i p  o f  a c q u i s i t i o n  costs and TOGW 

are we l l  known; but,  t h i s  f i g u r e  shows the operat ing costs as we l l  are 

more semsz ive  t o  the minimizing o f  t akeo f f  gross weight than t o  the 

decmascc t h r u s t  s p e c i f i c  f u e l  consumption o f  the h igher  BPR engines. The 

ana?ysfs o f  f i g u r e  12 puts a l l  engines i n  a c o m n  production base and 

does not r e f l e c t  the cost  advantage o f  s e l e c t i n g  an e x i s t i n g  engine, such 

as the TF'-731-2. 

i d e n t i f y  :he t ru ly  cos t -e f fec t i ve  so lut ion,  however. 

A f u l l  l i f e  cyc le  cost  analysis would be necessary t o  

The ove r r i d ing  determinant o f  engine costs i s  the production base. 

The studies by Gar re t t  AiResearch Corooration(refs* 6,7) have shown t h a t  

an engine developed f o r  a m i l i t a ry  t r a i n e r  could spawn a generation o f  

turbofan engines f o r  use by a l l  l e v e l s  o f  general av ia t ion .  This fac t  

has impl icat ions beyond j u s t  the increase o f  the production base f o r  

greate:" amort izat ion o f  the engine development costs. 

posit i i :n of the United States i n  the wor ld  market, the balance o f  trade, 

and the ecological  

w i l l  a lso be af fected. 

The compet i t ive 

Avantages of the quieter ,  cleaner turbofan engines 

CONCLUSIONS 

This analysis h t ?  assessed the weight and costs f o r  which the 

conceptual object:., .es might be achieved.~ The most c r i t i c a l  requ i remnts  

have been id: a t i f i e d  and quant i f ied .  The p o t e n t i a l  impacts of advanced 

aerodyna!,;c and propuls ion technologies have a lso  been shown. Hopeful ly, 

thes;. dl11 be a useful  and s i g n i f i c a n t  con t r i bu t i on  t o  development of 

VTX conceptual r q u i  rements. 
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Some specific conclusions are sumarized below. 

1. The sit ing requirements of 0 Nav mission, approach speed, 

4-9 sustained t u r n ,  and hot-day takeoff should be further 

examined to  insure their  ooerat onal necessity, as they 

have the largest design impacts 

2. The aspects o f  the carrier landing-approach h a n d l i n g  char- 

acterist ics should be examined very closely, and for this 

application, they should be given h i g h  design priority. 

3. Supercritical and vortex l i f t  

cations and potential payoffs 

development. 

ng technologies have appli- 

Both w i  11 requi re dedi catea 

4. Turbofan propulsion, w i t h  BPR between 0.75 and 3.0, has 

definite performance and economi c advantages for  VTX . 

5 .  There are significant long- and short-term payoffs for an 

engine developed specifically for this project. 

applications may more than offset the added development 

expense. 

Civil 
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APPENDIX 

T h i s  

character 

0.80 

sunmry of VTX j e t  trainer aircraft  performance and phys 

s t ics  and mission profiles i s  re7rinted from reference 1 

Performance Characteristics 

maximum Mach number 

Approximately 110 knots approach speed 

1000 n .  m i .  range 

35300 f t  service ceiling (minimum) 

cal 

2000-3000 f t  takeoff distance (distance over a 50 f t  obstacle--hot day) 

2000-3000 f t  landing distance (distance over a 50 f t  obstacle--standard day)  

+7.33, -3.0 g a t  design TOG\; ( M I L  SPEC) 

Capability t o  p u l l  4-9 sustained turn a t  18000 f t  a t  design weight 

Pitch, yaw, and roll s t a b i l i t y  consistent w i t h  current MIL SPEC 

Roll rate consistent w i t h  T-2C 

Rate of climb a t  sea level, standard day of 6G00-3000 ft /minute 
a t  design weight ( m i n i m u m )  

S p i n  capable and easily recoverable 

Better acceleration capabi 1 i t y  t h a n  Tk-JJ 

Cross-wind landing capabilities similar t o  T-2C. 

Physical Characteri s t i  cs 

Tandem seating for crew of two 

Two turbofan engines 

Fuel dumping capability consistent w i t h  current trainer a i rcraf t  

Single-poi n t ,  hot pressure fueling 
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A l l  i n t e r n a l  fue l  

Forw~rd ,  a f t ,  and l a t e r a l  v i s i b i l i t y  f o r  student and i n s t r u c t o r  
a t  l e a s t  as good as t h a t  i n  T-2C 

Cockpit space s i m i l a r  t o  t h a t  o f  T-2C 

Volume f o r  1 0 0 l b  o f  baggage 

S e l f - s t a r t i n g  c a p a b i l i t y  

Day c a r r i e r  su i  t ab le  

Spot t ing f a c t o r  cons is tent  w i t h  T-2C 

Pressurized cockp i t  

Oxygen sys tern 

Provis ion o f  hardpoints f o r  mounting o f  (1) podded MK-4 type 
gun and (2) PMBR (p rac t i ce  m u l t i p l e  bo& rack) w i t h  ( 6 )  MK-7€ 
type bonbs each 

I n l e t ( s )  l oca t i on  such as t o  minimize FOD problem 

Landing gear width such as t o  provide good cross-wind landing 

0-0 e jec t i on  seat c a p a b i l i t y  

JP-4/JP-5 fuel  u t i l i z a t i o n  

Provis ion f o r  speedbrakes f o p  decelerat ion and approaches 

Un ins ta l led  av ion ics weight: 200 lbs  

Un ins ta l led  instruments weight: 150 l b s  

(1) podded MK-4 type gun w i t h  200 rounds o f  amnunition 

(2) PMBR with (12) MK-76 type bombs 

Operating costs s i m i l a r  t o  T-2C 

Maintenance manhours/fl ight hour less  than 7 
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